








A52
The 5-Axis Dry Milling Powerhouse

Specification

Dimensions

Weight

Voltage

Power

Compatible Compressed Air

Spindle Speed

Tilt Angle

Precision

Number of Bur

Cooling Type

Materials

Milling Speed

Parameters

55*49*74 cm

95 KG

220V/50Hz ; 110V/60Hz (Optional)

1.0 KW

0.5-0.8 MPa

80, 000 rpm

A axis: ±360°, B axis: -35°/+95°

<0.01 mm

6/12

Air cooling

Zirconia, Wax, PEEK, PMMA (Φ98.5mm, thinkness of 10mm-30mm）

Zirconia, PEEK, PMMA (10 minutes/pc), 
Wax (3 minutes/pc), Framework  (45 minutes/pc)

Application
Coping, crown, bridge, inlay, onlay, veneer, post-core crown, dental 
framework, telescope denture, customized abutment and the 
crown on it, the restoration above the implant

High-performance aircraft-grade aluminum alloy housing

Integrated fully enclosed milling chamber for outstanding sealing and dustproof

Built-in PC with a 12-inch touchscreen

Equipped with servo motor and ball screw, precise within 0.01 mm of accuracy

5-axis simultaneous milling

Up to 90° large angle for buccal side cutting

Automatic tool changer and tool setter detection

Device Parameters

Precision: �!0.01mm 90° Vertical MillingSpindle Speed: 80,000 rpm
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A52W
The 5-Axis Wet Milling Powerhouse

Specification

Dimensions

Weight

Voltage

Power

Compatible Compressed Air

Spindle Speed

Tilt Angle

Precision

Number of Bur

Cooling Type

Materials

Parameters

55*49*75 cm

105 KG

220V/50Hz ; 110V/60Hz (optional)

1.0 KW

0.5-0.8 MPa

80, 000 rpm

A axis: ±360°, B axis: +33° -35°

<0.01 mm

12

Water cooling (Built-in water tank)

Application
Coping, crown, bridge, inlay, onlay, veneer, post-core crown, dental 
framework, telescope denture, customized abutment and the 
crown on it, the restoration above the implant

Pre-Milled abutment (40 minutes/pc), 
Glass-ceramic (10~30 minutes/pc), PEEK, PMMA (10 minutes/pc)
 Wax (3 minutes/pc), Framework (Wax / PEEK, 45/150 minutes/pc)

Milling Speed

Glass ceramic, Pre-milled Ti base, PEEK, PMMA, Zirconia
Wax (Φ98.5mm, thickness of 10mm-30mm)

Build-in solid water tank

Reliable capacitive touch screen, user-friendly UI

Applicable with 4 units of Pre-milled Ti base or 5 units of glass ceramic block

Stable and powerful spindle ensures high precision results

Protection module against power failure and low air pressure

24-hour non-stop machining

Device Parameters

Materials

Glass ceramicZirconia Pre-milled Ti base PMMA PEEKWax
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A53
5-Axis Disc Changer Milling Machine

Specification Parameters

Device Paremeters

Materials

Internet of Things (IoT) technology

12-inch smart touch screen

Outstanding stability and high accuracy

Premium spindle with automatic tool changer

Real-time monitoring

High-performance castings, aerospace aluminum alloys

Low air pressure protection

24/7 non-stop machining

Zirconia PMMA WAX PEEK

Disc changing 
capacity: 24discs

12 position automaic 
tool changer

240° Multifunctional
disc holder
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Dimensions

Weight

Voltage

Power

Compatible Compressed Air

Spindle Speed

Tilt Angle

Precision

Number of Bur

Blank Tank

Cooling Type

Materials

Milling Speed

Application

100*70*85 cm

230 KG

220V/50Hz ; 110V/60Hz (Optional)

1.5 KW

0.55-0.8 MPa

80, 000 rpm

A axis: +33° / -95°, B axis: ±360°

<0.01 mm

12

8/24 (Optional)

Air Cooling

Zirconia, Wax, PEEK, PMMA (Φ98.5mm, thinkness of 10mm-30mm)

Zirconia, PEEK, PMMA (10 minutes/ pc), Wax (3 minutes/pc), 
Framework (Wax, 45 minutes/pc)

Coping, crown, bridge, inlay, onlay, veneer, post-core crown, dental 
framework, telescope denture, customized abutment and the 
crown on it, the restoration above the implant



B42
Pre-milled Abutment 
Milling Machine

12-inch touch screen

Top stability and high accuracy

Outstanding performance spindle

24/7 non-stop machining

Simple to use

Top class components

One-cast steel structure

Low air pressure protection

Weight

Voltage

Power

Compatible 
Compressed Air

Spindle Speed

Precision

Tilt Angle

Number of Bur

Cooling Type

Materials

Application

65*65*175 cm

420 KG

220V/50Hz
110V/60Hz (Optional)

4.0KW

0.5-0.8 MPa

60,000rpm

< 0.01 mm

A axis: ±360°

15

Water cooling

Pre-milled Ti base, Glass-ceramic /  
Titanium Disc, PMMA , PEEK (Optional) 

Customized abutment, crown, inlay, onlay,
veneer/dental framework（Optional）

Milling Speed

Pre-milled abutment (15 mins/unit) 
Glass ceramic (10-30 mins/unit)
Metal crown (25 mins/unit)
Framework (Wax/PEEK/Titanium, 
45/120/180 mins/pc)

Specification Parameters Specification Parameters

Device Paremeters

Dimensions

B52
Screw-retained Bridge & 
Bar Milling Machine

Top class mechanical & electrical parts, 
protection module safeguards against 
power failure and low air pressure

High performance spindle with 
automatic tool changer

12-inch touch screen, easy-to-use UI

High Stability, high precision

Easy to use, 24 hour continuous run

One-cast steel structure delivers the 
highest level of stability

Number of Bur

Cooling Type

Materials

Milling 
Speed

Application

65*65*175 cm

435 KG

220V/50Hz 
110V/60Hz (Optional)

4.5 KW

0.55-0.8 MPa

60,000 rpm

< 0.01 mm

16

Water cooling

Titanium disc, Co-cr, Pre-milled Ti base, 
PMMA, Wax / Glass ceramic (Optional)

customized abutment, implant bridge, 
implant bar, customized abutment, 
Coping, Crown, 
bridge/ inlay, veneer (Optional)

Customized abutment (40 mins/unit)
Pre-milled abutment (15 mins/unit)
Glass ceramic (10-30 mins/unit)
PMMA (10 mins/pcs), Wax(3 mins/unit)
Titanium framework  (180 mins/unit)

Specification Parameters Specification Parameters

Device Paremeters

Dimensions

Weight

Voltage

Power

Compatible 
Compressed Air

Spindle Speed

Processing accuracy

A axis is ±30°, 
B axis is ±360° 

Tilt Angle

Standard

Optional

MaterialsMaterials
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C41
4-Axis Wet milling Machine

Compact and ergonomic design

Built-in automatic circulating water system

Rapid and accurate production 
with added efficiency

Versatile indications up to 40 mm block

Ideal for lab and clinic for same-day 
restorations

15-inch touch screen

Accurate 4-axis machining

Automatic tool changer

Specially designed milling bur for undercut

One-cast steel structure delivers 
the highest level of stability

Top class mechanical & electrical parts

Low air pressure protection

Spindle Speed

Precision

Number of Bur

Cooling Type

Tilt Angle

Materials

Application

120*100*180 cm

945 KG

220V 50Hz ; 380V 50Hz (Optional)  

5.5 KW

40,000 rpm

< 0.01 mm

7

Water cooling

B axis: ±360°

Titanium disc or block, Co-cr, Composite Resin, Titanium block (Optional)

Dental framework, metal crown, customized abutment (Optional)

0.55-0.8 MPa

Titanium Framework (150 minutes/big size/pc), PMMA (10 minutes/pc), 
Titanium crown (25 minutes/pc), Pre-milled abutment (15 minutes/pc）

Compatible 
Compressed Air

Milling Speed

Weight

Voltage

Power

Compatible Compressed Air

Spindle Speed

Precision

Number of Bur

Cooling Type

Tilt Angle

Materials

Application

45*35*42 cm 

37 KG

220V/50Hz ; 110V/60Hz(Optional)  

1 KW

0.42-0.8 MPa

80,000 rpm

< 0.01 mm

5

Water cooling

A axis: ±360°

Glass ceramic, Composite Resin Block/Titanium block(Optional)

Veneer, full contour crown, inlay, onlay, pre-milled abutment

Milling Speed PMMA (12 minutes/pc), Glass-ceramic (10~30 minutes/pc)
Pre-milled abutment (40 minutes/pc)

Specification Parameters

Dimensions

Device Paremeters
Device Paremeters

D41
Titanium Denture 
Framework Milling Machine

Specification Parameters

Dimensions

Weight

Voltage

Power

Materials
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Device Parameters

Dimensions

Net Weight

Rated Voltage

Rated Power

Rated Frequency

Max Working Temperature

Protection Level

Fast Fuse

Fuse

Heating rate

420*46.50*800 mm 

44KG 

220V ± 10%

2500W

50Hz

1550℃

IP21

～500V 32A

①: 2×～380V 16A   ②: ～250V 0.5A   ③: 250V 1A

2-30 ℃

Device Parameters

GT1 is a new type of fast sintering furnace with a 
silicon carbide (SiC)  heating element, preventing 
zirconia contamination.

LCD display realizes real-time monitoring of 
furnace voltage, current, and temperature with 
better efficiency and stability.

Firing temperatures up to 1550℃. 18 built-in 
sintering programs are equipped with 5 stages 
for each program that enables meeting various 
zirconia sintering needs from different curves.

GT1
Zirconia Sintering Furnace

Two Modes
Normal Sintering & Fast Sintering 

High  Efficiency

Excellent Results After                     Sintering45mins

Rated  Voltage

Rated Frequency

Rated Power

Maximum Power

Protection Level

Dimensions

Heating rate

Protective Tube1

Protective Tube2

Protective Tube2

Speed Protective Tube

Net Weight

Maximum Temperature

Curve number

2×～380V 16A

~250V  0.5A

250V 1A

~500V  32A

69KG

1600℃

10

220±10%

50Hz

1500W

2000W

IP21

325*585*745mm

2-15 ℃

C1 
Speed Sintering Furnace

Specification Parameters

Specification Parameters Specification Parameters
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A7+
Porcelain Furnace

Double-layer metal protection to the chamber

Integrated vacuum technology

Automatic platform lift mode

Built-in error warning

2-Stage program to meet special 
sintering demands

Temperature compensation

Vacuum testing, cleaning, drying, and other 
maintenance procedures

Unique, homogeneous heat distribution

Dimensions

Weight

Voltage

Protection Level

Protective Tube1

Protective Tube2

Heating Rate

Max Working Temperature

Constant Temperature Time

Chamber Available Sizes

Ultimate Vacuum Degree

330*420*560mm

26kg

 220V±10%/50Hz

IPX1

3.0A

8.0A

5～100℃

1200℃

00:30-30:00min

φ85×55（mm）

＜35mmHg

Device Parameters

Specification Parameters

Model

Dimension(cm)

Weight

Rated Voltage

Rated Current 

Power

Rated Frequency

Negative Pressure

Rate of Air Flow

Noise dB

Vacuum Port

Model

Dimension(cm)

Weight

Rated Voltage

Rated Current 

Power

Rated Frequency

Negative Pressure

Rate of Air Flow

Noise dB

Vacuum Port

FLNTSaug-R-407-1

460*430*665 mm

39 KG

220V±10%

AC 5.5 A(MAX)

1100 W (Max)

50 Hz

9.6 KPa(Ø50mm)

4.82 m³/miniute(Ø50mm)

＜65 dB

2

FLNTSaug-R-412

470×430×600 mm

30 KG 

AC 0.7A

 220V±10%

150 W

50 Hz

4.2 KPa(Ø50mm)

3.17 m³/miniute(Ø50mm)

＜62 dB

1

FLNTSaug-R-407-1 / FLNTSaug-R-412
Zirconia Vacuum Cleaner

Running under ultra-silence conditions, 
the noise is lower than 65dB

Long service life, high efficiency, 8μm 
particles can be filtrated, easy to 
maintain, easy to clean up

Using step-less variable speed brushless 
motor, ensure the quality and more than 
20000 hours running time

Compact and portable design with strong 
suction which is up to 24m/s

Device Parameters
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CORPORATE
CERTIFICATION

Health Canada ISO13485

CE

KFDA

FDA GOST

MDR


